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1- What Is IVI-COM Instrument Driver

1-1 Types Of IVI Instrument Drivers

IVI-COM drivers are COM-based instrument drivers that comply with the IVI instrument
driver specifications defined by the IVI Foundation (www.ivifoundation.org).

There are two types of IVI instrument driver APIs defined by the IVI specifications. One is
called IVI-C, which is the expanded version of pre-existing VXI Plug&Play instrument drivers.
This type of drivers is provided as a conventional Windows DLL. Another type is what called
IVI-COM, which utilises Microsoft COM (Component Object Model) technologies. This type of
drivers is provided as an in-process COM server (Windows COM DLL). All the IVI instrument
drivers provided by Kikusui are IVI-COM.

IVI instrument driver specifications also define two driver types other than the categorisation
of IVI-C and IVI-COM. One is what called IVI class-compliant driver, which belongs to
particular instrument class. Another type is what called IVI custom driver, which does not
belong to any instrument class. As instrument classes, IviScope, IviDmm, IviFgen, IviDCPwr,
IviSwitch, IviPwrMeter, IviSpecAn, and IviRFSigGen are currently defined. A driver for the
instrument that can be categorised to one of these classes is hormally implemented as an IVI
class-compliant driver; otherwise it is implemented as an IVI custom driver. Drivers provided
by Kikusui can be either IVI class-compliant driver or IVI custom driver depending on the
instrument type.

1-2 Interchangability

One of features of IVI instrument drivers is the interchangability function. This functionality
provides a capability that an automation system does not have to be recompiled or re-linked
to continue to work even if an instrument has been swapped with other model. How the
interchangability can be realised is different between IVI-C and IVI-COM. Since IVI
instrument drivers provided by Kikusui are all IVI-COM type, we explain about IVI-COM only.

To utilise the interchangability function, there must be IVI-COM instrument drivers provided
for both pre-swapped and post-swapped instruments. Plus, they both must be IVI-COM
class-compliant drivers that comply with the same instrument class. Also, an application that
utilises the interchangability function must indirectly access the instrument drivers through
the class interfaces, not through the driver-supplied specific interfaces.

For instance, Kikusui4800 IVI-COM instrument driver (for Kikusui PIA4800 series DC Power
Supply Controller) complies with the IviDCPwr class. Therefore, if an application using the
Kikusui4800 driver is designed with considering interchangability, you can replace the
instrument driver with, for example, AgilentE36xx IVI-COM instrument drivers (for Agilent
Technologies E3600 series DC Power Supply). The application can continue to work without
being rebuilt. On the other hand, such application that considers interchangability cannot
utilise instrument-specific features. For example, the IviDCPwr class interfaces define
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functions for generic features of DC power supplies, however, do not define instrument-
specific advanced functions.

1-3 Interoperability

IVI class-compliant drivers equip interchangability features. In contrast, IVI custom drivers
do not. Custom drivers are, however, not completely designed with custom and free
architecture. IVI specifications define standard API style that all the IVI instrument drivers
shall comply with, regardless driver types. For instance, the Initialize function establishes
instrument I/O connectivity, the Reset function resets the instrument, and the ErrorQuery
function queries instrument errors. These inherent capabilities and developer's experiences
are common for all the IVI instrument drivers (from any vendors, for any models). Therefore
if you have learned how to use one instrument driver once, you can easily use other IVI
instrument drivers of other models of other vendors. Like this, IVI instrument drivers are
designed with considering interoperability.

1-4 Operational Performance

IVI instrument drivers have better operational performance. IVI specifications define
RangeCheck, Cache, Simulate, QuerylnstrStatus, RecordCoercions, and Interchange Check
capabilities, which can be configured as inherent default operations. In particular, Cache and
QuerylnstrStatus settings provide mechanisms that will make your debugging work easier
and make the final system better for performance.

Cache is a functionality, which omits wasting instrument I/O communications. (Default is
TRUE.) For example, immediately after setting a voltage value, setting the same value again
is redundant. When the Cache functionality is enabled, the instrument driver stores the
setting value into the cache. Hereafter, if the application attempts to set the same value, the
driver does not perform instrument I/Os if the cache is valid. By this mechanism, the
application performance can be increased.

QuerylnstrStatus is a functionality, which queries the instrument for its error register every
time after performing instrument settings. If an error has occurred, the instrument driver
treats it as an error. (Default is FALSE.) Normally property values being set or parameters
passed to a method are validated by the RangeCheck functionality for the value range,
however, range checking operations are not always perfect especially on complex
instruments. Sending such values to the instrument occasionally generates an instrument
error. Another example is a case that some instrument functions are temporarily disabled
depending on the instrument status. On these situations, you can check if the instrument
has accepted the setting values by querying the instrument for the error register after
sending the setting values. When this functionality is set to TRUE, the application
performance gets slow. However, these kinds of errors are normally generated when the
instrument setting instructions are inappropriate such as by incorrect setting order, and
normally it is when debugging time. Once the correct setting instructions are made (or once
the instrument driver has stop generating errors), you can switch this functionality to FALSE
and then the application performance will be increased.

As a performance-concerned feature other than above, there is the multi-threaded capability.
All the IVI instrument drivers are considered for use under multi-threaded environment. In
case of IVI-COM drivers, the threading model is stamped as "both" in the registry. IVI
drivers will play the best operational performance with both multi-threaded and single-
threaded applications.
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2- Setup

2-1 .NET Framework Setup
If you develop or run .NET applications, Microsoft .NET Framework must be installed first.

If the IVI Shared Components and each of IVI-COM instrument drivers, when being set up,
have detected the existence of .NET Framework, the setup program also installs required
Primary Interop Assemblies (PIA). The PIAs are required when you use IVI-COM instrument
drivers under .NET environment. You will have to re-install the IVI Shared Components
and/or an IVI-COM driver to make sure to install the PIA modules, if you have installed them
before installing the .NET Framework

2-2 VISA Library Setup

IVI-COM instrument drivers perform instrument I/Os by using the VISA Library (VISA COM
software). You can use either NI-VISA (VER3.0 or later), Agilent VISA (IO Lib M01.00 or
later), or KI-VISA (VER2.2.x or later) as a VISA COM enabled version of the VISA library.
Mind that the VISA must be installed prior to installing IVI drivers. As for how to set up the
VISA library, refer to the documentation for each version of VISA libraries.

2-3 Kikusui IVI Config Utility Setup

All IVI-COM instrument drivers require IVI Shared Components. You can obtain this
component at the IVI Foundation web site or at the Kikusui web site as a stand-alone setup
program. At the Kikusui web site, you can also obtain the combo version that also includes
Kikusui IVI Config Utility. This utility software is a tool for configuring interchangability
features.

Now we assume that you set up Kikusui IVI Config Utility With IVI Shared
Components. The setup program, when the install is done, also launches the setup
program for IVI Shared Components as need.

The download file at the Kikusui web site (KilviConfig.exe) is a self-extracting setup program.
As you launch the setup program, the Welcome screen shown below will appear.

i'-:!rl' Kikusui I¥I Config Utility with I¥I Shared Components 1.1 - In |

Welcome to the InstallShield Wizard for
Kikusui I¥I Config Utility with IVI Shared
Components 1.1

The Installshield(R) Wizard will install Kikusui IVT Config kilicy
with IvI Shared Components 1.1 on your compuker, To
continue, click Mext,

WARMIMG: This progran is protected by copwright law and
international treaties,

< Back Ot e Canicel

Figure 2-1 Kikusui VI Config Utility (Welcome Screen)
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Clicking the Next button will show you the License Agreement. Be sure to read it.

i'-;' Kikusui I¥I Config Utility with I¥I Shared Components 1.1 - Inskt

License Agreement

Please read the Follmwing license agreement carefully,

1. SOFTWARE LICENSE AGREEMENT

1. Grant of License

KIKUSUI Electronics Corp. hereinafter referred to as ("KIKUSUI™) grants to you
the following rights concerning this software, which can be downloaded on the
condition that you agree to the terms of this Agreement and related written
materials (Collectively referred 1o as "the SOFTWARE™):

(&) To use of the SOFTWARE for the purpose of using our products that
correspond 1o the SOFTWARE

i

I accepk the terms in the license agreement

¥ I do not accept the terms in the license agreement;

< Back I [dexk = I Zancel |

Figure 2-2 Kikusui IVI Config Utility (License Agreement)
Clicking the Next button further shows the Ready To Install screen. Click the Install button

to start the setup.

Irstallshield

i'-.%‘ Kikusui I¥I Config Utility with I¥I Shared Components 1.1 - Insk

Ready to Install the Program

The wizard is ready ko beqgin installation,

Click Install to begin the installation,

If wou want to review or change any of wour installation settings, click Back, Click Cancel to
exit the wizard,

Installshield

T . Canicel |

< Back

Figure 2-3 Kikusui VI Config Utility (Ready To Install)

When the setup has completed, the Launch IVI Shared Components Installer checkbox
will appear. Make sure to check it and then click the Finish button. Then continue the setup

for the IVI Shared Components.
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i'-:!rl' Kikusui I¥I Config Utility with I¥I Shared Components 1.1 - Ins |

InstallShield Wizard Completed

The Installshield Wizard has successfully installed kikusui VI
Canfig Utility with IvT Shared Components 1.1, Click Finish to
exit the wizard.

[~ Launch VI Shared Companents Installer

= Back Zance|

Figure 2-4 Completed Screen

Notes:

The Launch IVI Shared Components Installer checkbox will be shown only when the IVI Shared
Components is not installed yet or when the version that is already installed is older.

You can also launch the setup program for the IVI Shared Components later. Choosing [Start]
button=»Programs=IVI=>IVI Shared Components=»Install IVI Shared Components menu
will launch the setup program.

2-4 IVI Shared Components Setup

As you start the setup program for the IVI Shared Components, you will see the Welcome
screen.

i'._w!;I- I¥I Shared Component Setup =10 x|

Welcome to the IVl Shared
Component Installation Wizard

It iz ztrongly recommended that pou exit all Windows programs
before nning thiz setup program.

Click Cancel ta quit the setup program, then close any pragrams
you have wnning. Click Mest to continue the installation,

WARMIMG: This program iz pratected by copyright law and
international treaties.

|Inautharized reproduction or distribution of this program, ar any
portion of it, may result in severe civil and criminal penalties, and
will be prozecuted bo the masimum extent pogzible under law,

-

¢ Back

Carcel |

Figure 2-5 IVl Shared Components (Welcome Screen)

Clicking the Next button will show you the Licence Agreement. Be sure to read it.
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i'.‘% I¥I Shared Component Setup 1= =l
INTERCHANEEAELE %IRTUAL INGTRUMENTES - -
License Agreement )

'ou mugt agree with the license agreement below to procesd, ]
LICENGZE AGREEMENT ﬂ

BEFORE YOI CLICK ON THE ACCEPT BUTTON AT THE END OF
THIS DOCUMENT, CAREFULLY READ ALL THE TERMS AND
COMDITIOMS OF THIZ AGREEMENT. BY CLICKING OM THE

ACCEPT BUTTOMN, YOU ARE CONSENTING TO BE BOUND BY

AND ARE BECOMING A PARTY TO THIS AGREEMENT. IF YOU

DO NOT AGREE TO ALL OF THE TERME OF THIE AGREEMENT,
CLICK THE "DO NOT ACCEPT" BUTTON AND DO NOT

DOWNLOAD AWND/OR USE THIS INTELLECTUAL PROPERTY. =l

= | accept the license agreement
| do niot accept the license agreement

Bezet | < Back I Hewt » | Carncel |

Figure 2-6 IVl Shared Components (License Agreement)

By clicking the Next button further, you will see the selection screen for the IVI Standard
Root Directory.

i'._w!;I- I¥I Shared Component Setup =121 =l
INTERCHAN EEAELE WIRTUAL INSTRUMENTS - -
IVl Standard Root Directory i

Select the Wl Standard Root directon path, ]

The Installation wWizard will zet the [Vl Standard Root Directon to the following path on
wour aystem. All Yl Shared Component files will be installed in this folder.

Toinztall into a different folder, click the Browse button, and zelect another folder.
“ou can chooze not to install [l Shared Component by clicking Cancel o esit the
Installation wizard.

[:4Program Filesslt1s Browse |

"IVI Standard Root Directony

Carncel |

Figure 2-7 IVl Shared Components (IVI Standard Root Directory Selection)

¢ Back

The IVI Shared Components goes to the /Program Files/IVI directory as default. Because the
destination directory you decide here is stamped in the registry, all the IVI-COM instrument
drivers being installed hereafter also go to that directory. By clicking the Next button further,
you will see the Ready To Install screen.
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{& I¥I Shared Component Setup =] =l
INMTERCHANMGEARELE WIRTUAL INSTRUMENTS K -
Ready to Install the Application i

Click Mext to begin installation, ]
Click the Back button to reenter the installation information or click Cancel to exit
the wizard.

Carcel |

Figure 2-8 IVl Shared Components (Ready To Install)
Click the Next button to start the installation.

3- IVI-COM Instrument Driver Setup

Notes:

This guidebook assumes that you use the IVI-COM Kikusui4800 Instrument Drivers (for Kikusui
PIA4800 series DC Power Supply Controller). You can also use other versions of IVI-COM instrument
drivers in the same manner.

After completing the setup for the VISA Library (VISA COM Software) and the IVI Shared
Components, finally you install the IVI-COM instrument driver. Normally IVI-COM instrument
drivers provide separate setup programs for each model.

IVI-COM instrument driver files downloaded at the Kikusui web site all have a
KikusuiXXXX_1_0_0_0.msi file name. (The numeric parts indicate the version.) The setup
program for the IVI-COM Kikusui4800 driver shown in the following picture has the file name
Kikusui4800_1_0_1_0.msi. You can immediately execute it as long as Windows Installer 2.0
is already installed on your PC.
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- InstallShield Wizard x|

=

i'._% Kikusui4800 I¥I-COM Driver 1.

Welcome to the InstallShield Wizard for
Kikusui4800 IVI-COM Driver 1.0.1.0

The InstallshieldiRr) wizard will install Kilkusui4300 IVI-COM
Drriwer 1.0.1.0 on vour compuker, To conkinue, click Mext,

W ARMNIMG: This program is protected by copwright law and
international treaties,

Cancel |

= Back

Figure 3-1 IVI-COM Driver (Welcome Screen)
Clicking the Next button will show you the License Agreement. Be sure read it.

i'._% Kikusui4800 I¥I-COM Driver 1.0.1.0 - InstallShield Wizard

License Agreement

Please read the Follmwing license agreement carefully,

1. SOFTWARE LICENSE AGREEMENT

1. Grant of License

KIKUSUI Electronics Corp. hereinafter referred to as ("KIKUSUI") grants to you

the following rights concerning this softwars, which can be downloaded on the
condition that you agree to the terms of this Agreement and related written
materials (collectively referred to as "the SOFTWARE"):

{a) To use of the SOFTWARE for the purpose of using our products that
correspond to the SOFTWARE =

I accepk the terms in the license agreement

¥ I do not accept the terms in the license agreement;

Irstallshield

< Back I [dexk = I Zancel |

Figure 3-2 IVI-COM Driver (License Agreement)
By clicking the Next button, you will see the Customer Information screen.
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X

i'._% Kikusui4800 I¥I-COM Driver 1.0.1.0 - InstallShield Wizard

Customer Information

Please enter wour information.

User Marme:

Organization:
Kikusui

Inskall this application For:
% Anyone who uses this computer (all users)

" Snby For me {Makoka)

Irstallshield
< Back I Texk = I Zancel |

Figure 3-3 IVI-COM Driver (Customer Information Confirmation)
By clicking the Next button further, you will see the Setup Type selection screen.

i'._% Kikusui4800 I¥I-COM Driver 1.0.1.0 - InstallShield Wizard

Setup Type
Choose the setup type that best suiks wour needs,

Please select a setup tyvpe,

" Complete
i Al program Features will be installed. {Requires the most disk

space. )

{* Custom

Choose which program Features you want installed and where they
will be installed, Recommended For adwanced users,

Irstallshield
Texk = | Zancel |

Figure 3-4 IVI-COM Driver (Setup Type Selection)

On the Setup Type selection screen, there are two choices, Complete and Custom. However
the IVI-COM instrument drivers provided by Kikusui enforces you to select the Custom setup.

Clicking the Next button show you the Custom Setup screen.

©2003 KIKUSUI ELECTRONICS CORP. All Rights Reserved. Page 9/11



KIKUSU! ELECTRONICS Corp. Test & Measurement Instruments

IVI-COM Instrument Driver Programming Guide

i'-.%l' Kikusui4800 I¥I-COM Driver 1.0.1.0 - InstallShield Wizard

Custom Setup

2elect the program Features vou wank inskalled.

Click on an icon in the list below bo change how a Feature is installed,

= Feature Description

This is the essential part of the
inskrurnent driver

- = ~ | Primary Interop Assemblies

This Feature reguires 932KE on
wour hard drive,

Install to:
Du¥Program Files¥IVIE

Irstallshield

Help | Space | < Back I Texk = I Zancel |

Figure 3-5 IVI-COM Driver (Custom Setup)

On the Custom Setup screen, you can select if the Primary Interop Assemblies are to be
installed or not. If the .NET Framework has been detected, the Primary Interop
Assemblies is selected as default, otherwise the selection is cancelled. The destination
directory is represented as Install To. Because the IVI Standard Root Directory is already
decided by the IVI Shared Components setup, you cannot change it here. Clicking the Next
button will show you the Ready To Install screen.

i'-.%l' Kikusui4800 I¥I-COM Driver 1.0.1.0 - InstallShield Wizard

Ready to Install the Program

The wizard is ready ko beain installation,

Click Install to beqgin the installation,

IF wou want to resviess or change any of wour installation settings, click Back, Click Cancel to
exit the wizard,

Irstallshield

o Install T Canicel |

< Back

Figure 3-6 IVI-COM Driver (Ready To Install)

Clicking the Install button will start the installation. When the installation has completed, a
folder is created at [Start] button=>Programs=»1IVI, thereby you can access the Readme
document, online help, and sample programs.
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Product names and company names that appear in this guidebook are trademarks or registered
trademarks of their respective companies.
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