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1- Overview

1-1 Using IVI-COM Drivers in Visual Basic.NET

Because Visual Basic.NET is a managed environment, IVI-COM instrument drivers that are
executed under the unmanaged environment cannot be used directly. In general, in order to
use a COM object from the managed environment, an assembly that is called RCW (Runtime
Callable Wrapper) associated with it is necessary. Fortunately this assembly can be
automatically generated from the type library by using Add Reference menu in the Visual
Studio.NET integrated development environment, or by using the command-line utility
TLBIMP.EXE (Type Library Importer).

When using an IVI-COM instrument driver, there are two approaches — using specific
interfaces and using class interfaces. The former is to use interfaces that are specific to an
instrument driver and you can utilise the most of features of the instrument you use. The
later is to utilise instrument class interfaces that are defined in the IVI specifications allowing
utilising interchangability features, but instrument specific features are restricted.

Notes:

The instrument class to which the instrument driver belongs is documented in Readme.txt for each of
drivers. The Readme document can be viewed from Start button=»Program=»1VI folder.

If the instrument driver does not belong to any instrument classes, you can't utilise class interfaces.
This means that you cannot develop applications that utilise interchangability features.

1-2 Creating An Application Project

This document explains how to develop a form-oriented application that is the most popular
style in Visual Basic.NET. After launching the Visual Studio.NET integrated development
environment, choose File | New | Project menu to bring up the New Project dialogue.
Select Visual Basic Project from Project Types, select Windows Application from
Templates, give a project name, and then click OK. A new application project will be then
created.

Notes:

This guidebook assumes that you use IVI-COM Kikusui4800 instrument driver (for KIKUSUI PIA4800
series DC Power Supply Controller). You can also use IVI-COM instrument drivers for other models in
the same manner.

2- Example Using Specific Interfaces

Here we introduce an example using specific interfaces. By using specific interfaces, you can
utilise the maximum power of driver features but you have to spoil interchangability.
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2-1 Importing Type Libraries

What you should do first after creating a new project is, generate an interop assembly from
the type library of the IVI-COM instrument driver you want to use, and then reference to it.
Choose Project | Add References menu to bring up the Add References dialogue, and
then choose the COM tab.

x

MET  COM | Projects |

Browse. ., |
Component Marne | Typelib Ver. .. | Path |;|
Installshield Windows Installe... 1.0 C:YProgram Files\Common Fil.. Select |
ISAFrdm 1.0 Type Library 1.0 CHOWINDOWS, System32isafr. ..
TUCEH 1.0 Type Library 1.0 CHWINDOWS System3Ziiuckl,,, —

Ivi Configuration Server 1.0 T.,, 1.0 CAIVIBInY IviConfigServer . dll

V] uiy 1,0, CiT s00, dil
T¥1 KikusuiPlz (Kikosu) 1,.0.0 T, 1.0 CHIVTLBIN KikusuiPlz. dil
TwiDCPwr 2.0 Type Library 2.0 CATVTVBI IviDCPwr TypeLib.dl
TviDmm 3.0 Type Library 3.0 CAIVIVBIn IviDmm TypeLib.dl
TviDriver 1.0 Type Library 1.0 CHOWINDOWS, System32\IviD, .
IviEventServer 1.0 Type Lbra,., 1.0 CAIVIIBInY IviEventServer .exe
IviEventServerDLL 1.0 Type L., 1.0 CAIVIBIn IviEventServerDLL. dil
TwiFnen 3.0 Twne |ibrars A0 CATYTRI TwiFnen Tvnel ib.dll LI
Selected Compaonents:
Component Mame | Type | Source | Remove |
TviDriver 1.0 Type Library COM CHOWINDOWS! System32\IviDriv, .,
TwiDZPwr 2.0 Type Library COM CATVTVBIN IviDCPwr TypeLib.dl
VI Kikusui4800 (Kikusui) 1.0,1 .., COM CAIVIEINKikusuida00, dll

OF I Cancel Help

Figure 2-1 Add Reference dialogue

Since this example assumes that you use Kikusui4800 IVI-COM driver, choose Kikusui4800
(Kikusui) 1.0 Type Library. Furthermore choose also IviDriver 1.0 Type Library and
IviDCPwr 2.0 Type Library.

Because IviDriver is a common item for every IVI-COM instrument driver, you need choose
it regardless what instrument driver you use. IviDCPwr is necessary because the
Kikusui4800 driver belongs to the IviDCPwr class. For example, if the instrument driver you
actually use belongs to the IviDmm class, you need select the IviDmm Type Library. After
selecting them with the Select button, click the OK button.

2-2 Object Browser

By adding references to the assemblies, you can confirm available syntaxes through the
Object Browser of the Visual Studio.NET integrated development environment. To launch
the Object Browser, choose View | Object Browser menu.
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Object Browser | Start Page | Formil.wb [Design] | Forml.vhb | 4 bk X
Browse: Selected Camponents - Customize... | 2L - ¥ - e 9 e
Objects Members of 'TKikusui4E00Cutput’
[#]-+20 Twi,DiZPwr, Interop = = QueryCurrentLimitMinMaz:ByRef Double, ByRef Doubl & |
--«CI Ivi,Driver . Interop & QueryPowerLimitMinMax(ByRef Double, ByRef Double!
--«-CI Ivi Wisa, Interop =@ QueryWoltagelevelMinMax(ByRef Double, ByRef Doub
=i Kikusui. Kikusui4300. Interop =@ ResetiOukputProtection()
A £} Kikusui § Measure(ByVal Kikusui, Kikusui4s00, Interap, Kikosuisan
{} Kikusui, Kikusui4s00 -2 QueryState(Byval Kikusui Kikusui4500, Interap. Kikusuic
- £} Kikosui Kikosuigso0 Inkeree | E& Boost() As Boolean
[ IEikuswidsO0 ] e E&' CurrentLimit() As Double
A B DigitalPort() As Byke
ui4e00Cutputs e E&' Enabled]) As Boolean
----- o= IKikusui4a00Trigger - OCPLimit() As Double
----- Kikusui4a00 B OPTypef) As Integer —
----- =F Kikusui4g00Measurement TypeEnum B OWPLim]) As Double
----- % Kikusui4a000ukput B PowerLimit() As Doubls -
----- @ Kikusui4B000utputs ~||4] [ _,|_I

Public Tnterface IKikusui48000utput
Member of: Kikusui.Kikusui4800.Interop

Figure 2-2 Object Browser

2-3 Creating Object and Initialising Session

First, doubleclick on the design-time form with the mouse. Then the Forml_Load event
handler having only a skeleton code will be shown. Then write the following directive, which
allows you to omit the namespace references.

Imports Kikusui.Kikusui4800.Interop

Declare m_dcpwr as a form's data member variable as Kikusui4800C1ass type. Do not
forget to write the New operator since you also create an instrument driver object here.

Skart Page | Formi.whb [Design] | Ohject Browser  Forml.yb | 4k %
IOI; [Farml Events) j I F Load j
Irmports Kikusui.Eikusuids00. Interop =

FPublic Class Forml
Inherits System.Windows.Forms.Form

[]l Windows Form Designer generated code

Private m dopwr Az New Kikuswuid4S00Class
= Priwvate 3ub Forml Load(ByVal sender Lz System.Cbhbject, EyVal e L=z 3y

- End Sub
“End Class

-
1 | 3

Figure 2-3 Form1_Load handler

Just creating the object does not perform any instrument I/Os. To initiate I/Os with the
instrument, use the Initialize method. As you type m_dcpwr.Ini inthe Forml_Load
handler, the IntelliSense feature of Visual Basic.NET will show the method/property list for
Kikusui4800CTlass type. Since you have typed until Ini here, the Initialize method
that is the closest name candidate will be highlighted.
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Private m depwr As New KikusulidS800Class

B Private 3Sub Forml Load(ByVal sender Ais 3ys
m depwr. Ini

- End 3ub gt ILyiDriver_Identity ;I

-End Class = ITviDriver_Initialize

E& [IviDriver_Initialized
E& [IviDriver_Litility

8 }Initialize
EH Initislized _J
E&' InstrumentFirrmwareRevision

1 E&! InstrumentManufackurer
T EH InstrumentModel

sparing rescurce EB' InterchangsCheck x|

At e e Fomnn

Figure 2-4 IntelliSense (Method/Property List)

By pressing the Tab key then typing a left parenthesis "(", IntelliSense will show all the
parameters for the method.

Public Cverrida

ik

B[ Windows Form Designer generated code |

Friwvate m dopwr Az New KikusuidS800Class
= Priwvate Sub Forml Load(EyWVal sender As System.Chject, ByWal = Ls 3%
m dcgmr.Initializeﬂ

= End |Initialize {ResourceMame As String, [dQuery As Boolean, Reset As Boolean, [OptionString As String]]l|
“End Class

Figure 2-5 IntelliSense (Parameter List)

Now let's talk about the parameters for the Initialize method. Every IVI-COM
instrument driver has an Initialize method that is defined in the IVI specifications. This
method has the following parameters.

Table 2-1 Parameters for Initialize method
Parameter Type Description
ResourceName string VISA resource name string. This is decided according to

the I/0 interface and/or address through which the
instrument is connected. If the instrument has the
address 3 on the GPIB board #0, for example, it can be
GPIBO::3::INSTR.

Idquery Boolean Specifying TRUE performs ID query to the instrument.

Reset BooTlean Specifying TRUE resets the instrument settings.

OptionsString String Overrides the following settings instead of default:

RangeCheck

Cache

Simulate
QueryInstrStatus
RecordCoercions
Interchange Check

Furthermore you can specify driver-specific options if
the driver supports DriverSetup features.

ResourceName specifies a VISA resource. If IdQuery is TRUE, the driver queries the
instrument identities using a query command such as "*IDN?". If Reset is TRUE, the
driver resets the instrument settings using a reset command such as "*RST".

OptionString has two features. One is what configures IVI-defined behaviours such as
RangeCheck, Cache, Simulate, QueryInstrstatus, RecordCoercions, and
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Interchange Check. Another one is what specifies DriverSetup that may be
differently defined by each of instrument drivers. Because the OptionString is a string
parameter, these settings must be written as like the following example:

QueryInstrStatus = TRUE , Cache = TRUE , DriverSetup=12345

Names and setting values for the features being set are case-insensitive. Since the setting
values are Boolean type, you can use any of TRUE, FALSE, 1, and 0. Use commas for
splitting multiple items. If an item is not explicitly specified in the OptionString
parameter, the IVI-defined default value is applied for the item. The IVI-defined default
values are TRUE for RangeCheck and Cache, and FALSE for others.

Some instrument drivers may have special meanings for the DriverSetup parameter. It
can specify items that are not defined by the IVI specifications when invoking the
Initialize method, and its purpose and syntax are driver-specific. Therefore, specifying
the DriverSetup must be at the last part on the OptionString parameter. Because the
contents of DriverSetup are different depending on each driver, refer to driver's Readme
document or online help.

Now try to write Initialize call. The OptionString parameter is optional and you can
skip it.

Imports Kikusui.Kikusui4800.Interop

Public Class Forml
Inherits System.Windows.Forms.Form

Private Sub Forml_Load( _
Byval sender As System.Object, _
Byval e As System.EventArgs) Handles MyBase.Load
m_dcpwr.Initialize("GPIBO::3::INSTR", True, True)

End Sub

End Class

2-4 Closing Session

To close the instrument driver session, use the Close method. Since this example wrote the
Initialize method call in the Form1_Load handler, it is better to write the C1ose method call
in the Dispose handler that is overridden from the Forml class. To override the Dispose
handler, select "(Overrides)" of Form1 at the upper-left combobox, and then select
"Dispose(ByVal Boolean)" at the right-side combobox.

Ohject Browser | Start Page | Form1.vh [Design] | Forml.xh | 4 X
Ialg (Overrides) j I-‘%’Dispnse(ﬂy\fal Boolean) j
. {General)

“#Form1 .

ct’-" —
{1 Handles MyBaze.Load

[Dverrides)
{Form1 Events)

0@“ BN e e INSTR?,  True, Trus, "Simulate = 1")

Figure 2-6 Overriding Dispose handler

Now the codes for the overridden Dispose method will appear. Add some codes so that
they become as like below.

‘Protected overloads Overrides Sub Dispose(Byval disposing As Boolean)
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1f disposin% Then .
If Not (components Is Nothing) Then

components.Dispose()
End If
m_dcpwr.Close()
m_dcpwr = Nothing
End If
MyBase.Dispose(disposing)
End Sub

2-5 Execution

You can execute the previous codes for the time being. Since the Initialize method is
invoked in the Forml_Load handler, communications with the instrument immediately start
as you launch the program. If the instrument is actually connected and the Initialize
method call has succeeded, the form screen appears. If a communication problem has
occurred or the VISA library is not configured properly, a COM exception
(System.Runtime.InteropServices.COMException) will be generated.

Microsoft Development Environment

' An unhandled exception of bype 'Swstem. Runtime. InterapServices, ;l
L COMException' occurred in kest0lexe

Additional infarmation: YI5A Error in the method “"Initialize" in the component

"Kikusuigg00”,
E_WISA_TMO; Timeout expired before operation completed.

Continue Ignore Help |

Figure 2-7 COM exception

2-6 Repeated Capabilities

In case of Kikusui4800 IVI-COM driver, output settings for the DC power supplies are
performed through the Output interfaces as the same concept defined by the IviDCPwr class.
In case of specific interfaces provided by the Kikusui4800 driver, they are the
IKikusui48000utput and IKikusui48000utputs interfaces. An instrument driver that
is compliant with the IviDCPwr class is designed assuming that the instrument is a multi-track
power supply equipping multiple output channels.

These COM interfaces have the same name with an exception of differences between
singular and plural forms. An interface having this kind of plural name is generally called
"repeated capabilities" in the IVI specifications. Repeated capabilities are something like a
container that is defined for handling equivalent or similar multiple objects, and a COM
interface having a plural name such as IKikusui48000utputs normally has the Count,
Name, and Item properties (all are read-only). Plus, a singular object can be referenced
through the Item property.

First look at the following example, which controls an output channel identified by the name
"N5!C1" on the power supply instrument (actually a Kikusui PIA4800 series DC Power
Supply Controller) hosted by the Kikusui4800 IVI-COM driver. This example writes the codes
in the event handler assuming you put a command button (Buttonl) on the form.

Private Sub Buttonl_Click( _
Byval sender As System.Object, _
Byval e As System.EventArgs) Handles Buttonl.Click

Dim out As IKikusui48000utput
out = m_dcpwr.outputs.Item("N5!C1™)

©2003 KIKUSUI ELECTRONICS CORP. All Rights Reserved. Page 6/15



KIKUSU! ELECTRONICS Corp. Test & Measurement Instruments

IVI-COM Instrument Driver Programming Guide

10.5

out.voltageLevel
1.2

out.CurrentLimit
out.Enabled = True
End Sub

Once the 1Kikusui48000utput interface has been acquired, there is no difficulty at all.
The voltageLevel and the CurrentLimit properties set voltage level and current limit
settings respectively. The EnabTed property switches output ON/OFF state.

Mind the grammar for acquiring the IKikusui48000utput interface. This example here
acquires the IKikusui48000utputs interface though the Output property of the
IKikusui4800 interface, then acquires IKikusui48000utput interface by using the
Item property.

Dim out As IKikusui48000utput
out = m_dcpwr.outputs.Item("N5!C1™)

The codes can also be written as like below.

Dim outs As IKikusui48000utputs = m_dcpwr.Outputs
Dim out As IKikusui48000utput = outs.Item("N5!cC1")

Now mind the parameter passed to the Item property. This parameter specifies the name
of the single Output object to be referenced. Actual available names (Output Name) are
however different depending on drivers. For example, Kikusui4800 IVI-COM driver uses an
expression like "N1!C1" specifying NODE and CH. However other drivers, even if being
IviDCPwr class-compliant, may have different names. One instrument driver, for example,
may use an expression like "Trackl". Although available names on a particular instrument
driver are normally documented in the driver's online help, you can also check them out by
writing some test codes shown below.

Dim outs As IKikusui48000utputs = m_dcpwr.Outputs
Dim cnt As Integer = outs.Count
Dim ndx As Integer
For ndx = 1 To cnt
Dim strName As String
strName = outs.Name(ndx)
System.Diagnostics.Debug.WriteLine(strName)
Next ndx

The Count property returns number of single objects that the repeated capabilities have.
The Name property returns the name of single object for the given index. The name is
exactly the one that can be passed to the Ttem property as a parameter. In the above
example, the codes iterate from the index 1 to Count by using the For/Next statement.
Mind that the index numbers for the Name parameter is one-based, not zero-based.

3- Example Using Class Interfaces

Now we explain how to use class interfaces. By using class interfaces, you can swap the
instruments without recompiling/relinking your application codes. In this case, however, IVI-
COM instrument drivers for both pre-swap and post-swap models must be provided, and
these drivers both must belong to the same instrument class. There is no interchangability
available between different instrument classes.

3-1 Virtual Instrument
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What you have to do before creating an application that utilises interchangability features is
create a virtual instrument. To realise interchangability features, you should not write codes
that are very specific to a particular IVI-COM instrument driver (e.g. creating an object
instance directly as Kikusui4800 type) and should not write a specific VISA resource name
such as "GPIBO0::3::INSTR". Writing them directly in the application spoils interchangability.

Instead, the IVI-COM specifications define methods to realise interchangability by placing an
external IVI configuration store. The application indirectly selects an instrument driver
according to contents of the IVI Configuration Store, and accesses the indirectly loaded
driver through the class interfaces.

The IVI Configuration Store is normally /Program Files/IVI/Data/IviConfigurationStore. XML
file and is accessed through the IVI Configuration Server DLL. This DLL is mainly used by
IVI-COM instrument drivers and some configuration tools provided by instrument driver
vendors, not by end-user applications. KIKUSUI provides a configuration tool called Kikusui
IVI Config Utility that allows you to configure virtual instrument settings.

Notes:

As for how to configure virtual instruments by using Kikusui IVI Config Utility, refer to "Programming
Guide, (IVI Config Utility Edition)."

This guidebook assumes that a virtual instrument having the logical name "MySupply" is
already created, using Kikusui4800 driver, and using a VISA resource "GPIB0::3::INSTR".

3-2 Importing Type Libraries

What you should do first after creating a new project is, generate an interop assembly from
the type library of the IVI-COM instrument driver you want to use, and then reference to it.
Choose Project | Add References menu to bring up the Add References dialogue, then
choose the COM tab.

x|
MET | COM | projects |
Erowse. .. |
Compaonent Mame | Typelib Wer... | Path |:|
TviDrnmn 3.0 Type Library 3.0 CAIYBIn IviDmm Ty peLib, il Select |
TwiDriver 1.0 Type Library 1.0 CHWINDOWSY Syskem32IviD, ..
IviEwentServer 1.0 Tvpe Libra... 1.0 CAIVIBIN IvEventServer.exe |
IviEwentServerDLL 1.0 TypeL... 1.0 CAIVIBIN IWE ventServerDLL.dl
IviFgen 3.0 Type Library 3.0 CAIVIBIN IviFgenTypeLib. dil
TviPwrMeter 1.0 Type Library 1.0 CAIVIBIn viPwrMeter Typeli. ..
IviRFSigaen 1.1 Type Library 1.1 CAIVTBIN IwiR FSigGenTypeLi. . .
IviScope 3.0 Tvpe Library 3.0 CAIVIBIn viScopeTypeLib.dll
IvisessionFactory 1.0 Type L., 1.0 VBN visessionFackory . dll
IvispecAn 1.0 Twpe Library 1.0 CAIVIBIN IviSpecanTvpeLib.dll
Iviswtch 3.0 Type Library 3.0 CAIVIBIN Iviswkch TypeLib.dil
iwasn Cnnkenl | ihrary 1.0 e ATMDOAW S SrvsbrmRinss. j

Selected Components:

Component Marne Source

Remowve |

TviDriver 1.0 Type Library
TWiDCPwr 2,0 Type Library oM
IvisessionFactary 1.0 Type Library COM CAIVIIBInt IviSessionF actary. dil

a8 I Cancel Help

Figure 3-1 Add Reference dialogue

Since this example assumes that you use the IviDCPwr class interface, select IviDCPwr 2.0
TypelLibrary. Furthermore, make sure select IviDriver 1.0 Type Library and
IviSessionFactory 1.0 TypelLibrary regardless instrument classes you use. After selecting
one or more items with the Select button, then click the OK button.

Importing type libraries are now completed. Your application will be able to use arbitrary
instrument drivers through the IviDCPwr class interfaces.
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3-3 Object Browser

By adding references to the assemblies, you can confirm available syntaxes through the
Object Browser of the Visual Studio.NET integrated development environment. To launch
the Object Browser, choose View | Object Browser menu.

Object Browser | Start Page | Farm1.vh [Design] | Farm1.vh | 1 F X
Browse: Selected Components - Customize... 2]« ¥% + a4
Ohijects Members of Tl PwrCutput!
[E-+30 Tvi.DiCPwr Interop || =8 ConfigureCurrentLimitByyal Ivi,DCPwr Interop IviDCF < |
- £} Tvi @ ConfigureOWP{BEvYal Boolean, ByYal Double)
{3 Ivi.DCPwr =@ ConfigureRange(Byval Ivi, DCPwr Interop, IviDCPwrR a
= {3} vi.DCPwr. Interop = ResetOutpukProtection()

[ o= TIVID TPy
ey | ' D P Oukput

§ Measure(Byval Ivi, DCPwr Interop, IviDCPur Measurem
@ QueryCurrentLimitMax(Bywal Double) As Double

o TIVIDC P OUbpUES = QueryState(Byyal Ivi.DCPwr, Interop, IviDCPwrCutpuUt:
o TIWiDCPwir Trigger =@ QueryWaltagelevelMax(Byal Double) As Double
gl TwiDCPyrCurrentLimitBs haviorEnun - E& CurrentLimitl) As Double
@ IWDCPwrError CodesEnum || E&' CurrentLimitBehavior() As Tvi,DCPwr, Interop, IviDC Py
gl IviDCPwrMeasurement TypeEnum - EH! Enabled;) As Boolean
2l I PrerOubput SkateEnum B8 OVPEnabled() As Boolean =
@@ IviDCPwrR.angeTypeEnum - E&! OVPLimit() As Double
2l I P Trigger SourceEnum B8 TriggeredCurrentLimit?) As Double -
[+ Ivi.Driver. Interop ~|l4] | _FI—I
Public Interface IviDCPwrOutput =
Member of ! Ivi.DCPwr.Interop
Summary: -

To il | ik TT il | S ST S

Figure 3-2 Object Browser

3-4 Creating Object and Initialising Session

First, doubleclick on the design-time form with the mouse. Then the Forml_Load event
handler having only a skeleton code will be shown. Then write the following directive, which
allows you to omit the namespace references.

Imports Ivi.SessionFactory.Interop
Imports Ivi.Driver.Interop
Imports Ivi.DCPwr.Interop

Declare m_dcpwr as a form's data member variable as IIviDCPwr type. A type that begins
with capital "I" such as IIviDCPwr is in general a COM interface type, therefore you cannot
create an object with the New operator.
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Start Page | Object Browser | Form1.vb [Design] = Forml.v¥b | 4 F X
Iag {Forml Events) j I F Load ﬂ
Imports Iwvi.SessionFactory. Interop el

Imports Iwvi.Driwver.Interop
Imports Ivi.DCPwr.Interop

F Pullic Class Foriml
Inherits Systew. Windows.Forms.Form

[]| Windows Form Designer generated code

Priwvate m dopwr As IIviDCPwr
= Priwvate Sub Forml Load(ByVal sender As 3Jystem.Chject, ByWal e A= System.E

- End Sub
“End Class

Figure 3-3 Form1_Load handler

Next you must create an instrument driver object. To create an instrument driver object, use
IVI Session Factory. The IVI Session Factory is a DLL server that comes with the IVI Shared
Components. It extracts configuration information of the virtual instrument specified by the
given logical name, loads the appropriate instrument driver software, then creates an
instrument driver object.

Private Sub Forml_Load( _
Byval sender As System.Object, _
Byval e As System.EventArgs) Handles MyBase.Load

Dim sf As New IviSessionFactory
m_dcpwr = sf.CreateDriver("MySupply")

End Sub

The example here creates an IviSessionFactory object and then creates an instrument
object with the CreateDriver method. The parameter "MySuppTy" must already be
configured as a valid logical name. The instrument driver DLL to be loaded will be what
specified by the virtual instrument MySupp1y.

Mind that an implicit typecast is processed when assigning the return value from the
CreateDriver method to the variable m_dcpwr. The COM interface that is returned from
the CreateDriver method is strictly declared as Tunknown type, therefore the declaration
in the interop assembly that corresponds to this interface is object type. In this case, it is
necessary to invoke QueryInterface to acquire the IIviDCPwr interface. In case of
Visual Basic.NET language, an implicit typecast can be processed depending on the
declaration type of the variable being assigned to, thereby the QueryInterface is invoked
behind the scenes.

After creating the driver object, invoke the Initialize method. Although parameters of
the Initialize method are exactly the same as the case of using specific interfaces, you
should specify the logical name for the ResourceName parameter instead of specifying a
VISA resource.

Again let 's talk about parameters of the Initialize method. Every IVI-COM instrument
driver has an Initialize method that is defined by the IVI specifications. This method
has the following parameters.
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Table 3-1 Parameters for Initialize method
Parameter Type Description
ResourceName String VISA resource name string. This is decided according to

the I/O interface and/or address through which the
instrument is connected. If the instrument has the
address 3 on the GPIB board #0, for example, it can be
GPIBO::3::INSTR.

If specifying a logical name, the VISA resource that is
described in the logical name's Hardware Asset
configuration will be indirectly specified.

IdQuery Boolean Specifying TRUE performs ID query to the instrument.

Reset BooTlean Specifying TRUE resets the instrument settings.

OptionString String Overrides the following settings instead of default:

RangeCheck

Cache

SimuTlate
QueryInstrsStatus
RecordCoercions
Interchange Check

Furthermore you can specify driver-specific options if
the driver supports DriverSetup features.

In general, applications that are aware of interchangability use a logical name for the
ResourceName parameter rather than a VISA resource. Actually it is possible to specify a
VISA resource, however, doing so slightly spoils abstraction of virtual instrument.

If 1dQuery is TRUE, the driver queries the instrument identities using a query command
such as "*IDN?". If Reset is TRUE, the driver resets the instrument settings using a reset
command such as "*RST".

OptionString has two features. One is what configures IVI-defined behaviours such as
RangecCheck, Cache, simulate, QueryInstrstatus, RecordCoercions, and
Interchange Check. Another one is what specifies DriverSetup that may be
differently defined by each of instrument drivers. Because the OptionString is a string
parameter, these settings must be written as like the following example:

QueryInstrStatus = TRUE , Cache = TRUE , DriverSetup=12345

Names and setting values for the features being set are case-insensitive. Since the setting
values are Boolean type, you can use any of TRUE, FALSE, 1, and 0. Use commas for
splitting multiple items. If an item is not explicitly specified in the OptionString
parameter, the IVI-defined default value is applied for the item. The IVI-defined default
values are TRUE for RangeCheck and Cache, and FALSE for others.

Some instrument drivers may have special meanings for the DriverSetup parameter. It
can specify items that are not defined by the IVI specifications when invoking the
Initialize method, and its purpose and syntax are driver-specific. Therefore, specifying
the DriverSetup must be at the last part on the OptionString parameter. Because the
contents of DriverSetup are different depending on each driver, refer to driver's Readme
document or online help.

Now try to write Initialize call. The OptionString parameter is optional and you can
skip it.
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m_dcpwr.Initialize "MySupply", True, True

3-5 Closing Session

To close the instrument driver session, use the Close method. Since this example wrote the
Initialize method call in the Form1l_Load handler, it is better to write the C1ose method call
in the Dispose handler that is overridden from the Forml class. To override the Dispose
handler, select "(Overrides)" of Form1 at the upper-left combobox, and then select
"Dispose(ByVal Boolean)" at the right-side combobox.

Chiject Browser | Stark Page | Formi.wb [Design]  Formil.vb | q bk X
Iég (Owerrides) j I-‘?Dispuse(ByHal Boolean) j

Y

il {General)
o

. _
1) Handles MyBase.Load

* (Forml Events)
# Buttonl

|| || -

Figure 3-4 Overriding Dispose method

INSTRE™, Trus, True, "Simulate = 17)

Now the codes for the overridden Dispose method will appear. Add some codes so that
they become as like below.

Protected Overloads Overrides Sub Dispose(Byval disposing As Boolean)
if disposing Then
If Not (components Is Nothing) Then
components.Dispose()
End 1f
m_dcpwr.Close()
m_dcpwr = Nothing
End If
MyBase.Dispose(disposing)
End Sub

3-6 Execution

You can execute the previous codes for the time being. Since the Initialize method is
invoked in the Forml_Load handler, communications with the instrument immediately start
as you launch the program. If the instrument is actually connected and the Initialize
method call has succeeded, the form screen appears. If a communication problem has
occurred or the VISA library is not configured properly, a COM exception
(System.Runtime.InteropServices.COMException) will be generated.

Microsoft Development Environment

' An unhandled exception of bype 'Swstem. Runtime. InterapServices, ;l
L COMException' occurred in kest0lexe

Additional infarmation: YI5A Error in the method “"Initialize" in the component

"Kikusuigg00”,
E_WISA_TMO; Timeout expired before operation completed.

Continue Ignore Help |

Figure 3-5 COM exception

3-7 Repeated Capabilities
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In case of IviDCPwr class interfaces, output settings for the DC power supplies are performed
through the Output interfaces. The interfaces used here are IIviDCPwroutput and
IIviDCPwroutputs. An instrument driver that is compliant with the IviDCPwr class is
designed assuming that the instrument is a multi-track power supply equipping multiple
output channels.

These COM interfaces have the same name with an exception of differences between
singular and plural forms. An interface having this kind of plural name is generally called
"repeated capabilities" in the IVI specifications. Repeated capabilities are something like a
container that is defined for handling equivalent or similar multiple objects, and a COM
interface having a plural name such as IIviDCPwroutputs normally has the Count, Name,
and Item properties (all are read-only). Plus, a singular object can be referenced through
the Item property.

First look at the following example, which controls an output channel identified by the name
"Track_A" registered as in the virtual instrument's virtual name. This example writes the
codes in the event handler assuming you put a command button (Buttonl) on the form.

Private Sub Buttonl_Click( _
Byval sender As System.Object, _
Byval e As System.EventArgs) Handles Buttonl.Click

Dim out As IDCPwroOutput
out = m_dcpwr.outputs.Item("Track_A")

10.5
1.2

out.voltageLevel

out.CurrentLimit

out.Enabled = True
End Sub

Once the IIvibDCPwroutput interface has been acquired, there is no difficulty at all. The
VoltageLevel and the CurrentLimit properties set voltage level and current limit
settings respectively. The EnabTed property switches output ON/OFF state.

Mind the grammar for acquiring the IIvibDCPwroutput interface. This example here
acquires the IIviDCPwroutputs interface though the Output property of the IIviDCPwr
interface, then acquires I1viDCPwroutput interface by using the Item property.

Dim out As IIviDCPwroutput
out = m_dcpwr.outputs.Item("Track_A")

The codes can also be written as like below.

Dim outs As IIviDCPwrOutputs = m_dcpwr.Outputs
Dim out As IIviDCPwrOutput = outs.Item("Track_A")

Now mind the parameter passed to the Item property. This parameter specifies the name
of the single Output object to be referenced. In the example that used specific interfaces,
we specified a name that was very dependent upon each driver (physical name), however we
use a different approach. Because a physical name that depends on a particular instrument
driver should not be used, we specify a virtual name instead.

3-8 Swapping Instruments

In the previous examples, we used the Kikusui4800 instrument driver for the virtual
instrument configurations. Now what will happen if you replace the instrument with the one
that is hosted by the AgilentE36xx driver? In this case you do not have to recompile/relink
your application, but you need change the virtual instrument configurations.

©2003 KIKUSUI ELECTRONICS CORP. All Rights Reserved. Page 13/15



KIKUSU! ELECTRONICS Corp. Test & Measurement Instruments

IVI-COM Instrument Driver Programming Guide

The configurations you have to change are basically Software Module selection on the Driver
Session tab, and virtual name mappings on the Virtual Names tab (because physical names
of the map target are changed). Replacing instruments may not allow using the same 1I/O
interface (such as changing from a GPIB-only instrument to an RS232-only instrument), so
you may have to change IO Resource Descriptor on the Hardware Asset tab as need.

Notes:

As for how to configure virtual instruments by using Kikusui IVI Config Utility, refer to "Programming
Guide, (IVI Config Utility Edition)."

4- Error Handling

In the previous examples, there was no error handling processed. However, setting an out-
of-range value to a property or invoking an unsupported function may generate an error
from the instrument driver. Furthermore, no matter how the application is designed and
implemented robustly, it is impossible to avoid instrument I/O communication errors.

When using IVI-COM instrument drivers, every error generated in the instrument driver is
transmitted to the client program as a COM exception. In case of Visual Basic.NET, a COM
exception can be handled by using Try, Catch, and Finally statements.

Now let's change the example of setting voltage and current as follows.

Private Sub Buttonl_Click( _
Byval sender As System.Object, _
Byval e As System.EventArgs) Handles Buttonl.Click

Try
Dim out As IKikusui48000utput
out = m_dcpwr.Outputs.Item("'N5!C1")
out.voltageLevel = 10.5
out.CurrentLimit = 1.2
out.Enabled = True

Catch ex As System.Runtime.InteropServices.COMException
MessageBox.Show( _
ex.Message, "error 0x" + Convert.ToString(ex.ErrorCode, 16))

Catch ex As Exception
MessageBox.Show(ex.Message, "error")
End Try
End Sub

In this example, errors are handled by using Try, Catch, and Finally statements. For
example, if the name passed to the Item property is wrong, if an out-of-range value is
passed to VoltageLevel, or if an instrument communication error is generated, a COM
exception will be generated in the instrument driver. Above example just displays a simple
message box when an exception has occurred.

Detail about the error (COM exception) can be acquired through the parameter of Catch
statement. This example sets the error code (hexadecimal) obtained from Errorcode
property to the message box caption, and sets the description string obtained from the
Message property to the main body text.
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error Dx80047010 |

I%I Error in the method “put_Woltagelevel” in the component “Kikusui4gon”,
E_IVI_IMWALID MALUE: Inwalid walue (65536.000000) passed ko method

Figure 4-1 Message box by error handling

IVI-COM Instrument Driver Programming Guide

Product names and company names that appear in this guidebook are trademarks or registered
trademarks of their respective comparnies.
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